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User equipment sends a SIP message to 
initiate a mu ti-media communications session 






SIP message received 
Control Function (S-CS 


3y a Serving-Call State 
CF) for user equipment 
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The S-CSCF applies initial Filter Criteria to trigger 
applications 






The SIP message, fon^^arded by the S-CSCF is 
received by an Application program on an applications 
server for providing a multi-media communications service 






The Application program sends a subscribe message 
to the mobility server to subscribe to mobility 
management infonnation associated with a user 
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aspects of the multi-media communications service and 
prepares to receive mobility management information 
from the mobility server . 
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SIP message is sent towards the terminating user and the 
Application program provides the service 
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Mobility manager receives Internet Packets providing 
Access Network Evaluation (ANE) reports via the 
Application Programmer's Interface from the user 
equipment and/or reports providing an indication of 
. a change of Internet Protocol address of the usier 
equipment from the Home Agent 
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The mobility manager analyses the Access Network 
Evaluation reports to form the mobility management 
Information 






The mobility manager fomns the mobility management 
information as a SIP message and communicates the 
SIP message to the S-CSCF 






The S-CSCF iDommunicates the SIP message to the 
application program 
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The mobility manager retrieves user profile data from 
the HSS via the Sh interface 






The mobility manager stores information relevant to the 
user equipment in the Subsriber Call Register (SCR) 
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The mobility manager adapts the mobility management 

information in accordance with the user relevant 
information in the SCR and policies enforced by the PE 







S-CSCF applies initial Filter Criteria to deploy an 
application servlet to provide a service in accordance 
with the mobility management infomiation 
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